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Audio & Sound PA

Switching Dual Power Amplifier

SD-SERIES

P pALA LY LN AR SD-Series 4 Amplitier INSODUENIED
Professional Power AmplifierDual Monaural Supply

wdoslioud Class GH  mADg IWadadviuug
SD-10 4,000wx2

SD-1304 3z,zoowxa4a

Speccification SD-10 SD-1304 Qmauﬁ’ﬁua:qmmuuao SD-Series
Frequency Response 30 He. -20KHz. -1aSovyyngIdgunavgolounys=aon

Hum +Noise : 20KHz.-20KHz. <-45 dBu -UN1AYe19 2 CHua: 4 CH ngnddss:

Cross Talk :20Hz.-20KHz. 8 Ohm > 45 dBu —finavdu 4,000Wx2 Tusu SD-10
Damping Factor : 1 KHz. 4 Ohm 800 (90% Power)

-idotu 2,200Wx4 lusu SD-1304

Input Impedance 20 K Ohm.(Balance) . J - 1u]
Input Sensitivity Gain ; 4 Ohm 0 dBu (0.775 Vrms) ~US=UUSoft StartUoonuwns=g1n

CMRR : 20 Hz.-50 KHz. >50 dB -USzUUAuto LimiterSNW1SzaUANI YN
DC Offset < 10mV.

wmMwnlncClip
Output Circuit Type Class GH 2 Step(Variable Duty Cycle)

Mode: Stereo / Parallel NOT BRIDGE
Output Power : 20Hz.-20KHz. -addnd1aonGND/LIFTInUryninsioaqu

—a5nd1aonInUANI0IU Stereo/Parallel

8 Ohm/ch Both Channels Driven 2,600W x 2 1,300W x 4 -szuulaonuns:udiiu, DCoonioINWN

4 Ohm/ch Both Channels Driven 4,000W x 2 2,200W x 4 [[a:ﬂaflusuou[ﬁu

2.660hm/ch Both Channels Driven 4,500W x 2 2,500W x 4

-Switching SupplyllgNDAS=I1UIU 2Ya

Power Supply Type Double Switching Mode

Power Requirement 180-250 VAC. 50Hz. .[ ul . T
Cooling DC.Fan Auto Speed DC aanulw1aniwo

~Clip Limiter 808 lniomunlulass

Dimension (W x H x D) 482 x 95 x 595 mm. -Waauinoslu szu19adIUSoU

Weight 18 Kg. UsuaouiSooalula
* Specifications are subject to change without prior notice
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